
3600, 4200, 5200 or 6000 litres 3600, 4200, 5200 or 6000 litres 3600, 4200, 5200 or 6000 litres       
18 to 36m bi18 to 36m bi18 to 36m bi---fold or 30 to 44m trifold or 30 to 44m trifold or 30 to 44m tri---fold Alufold Alufold Alu---lightlightlight Booms  Booms  Booms       

Aeon rubber spring or air suspension steering axleAeon rubber spring or air suspension steering axleAeon rubber spring or air suspension steering axle   
Pick up hook or Euro high hitch drawbarPick up hook or Euro high hitch drawbarPick up hook or Euro high hitch drawbar   

 Genius Electronics  
 CanBus data transmitted by 1 single cable 
 GPS or wheel sensor speed control 
 Precision rate control 
 Multi-data information screen, speed, rate  
 100 field memories 
 Integral sequential switching up to  
 20 sections 
    Commando Electronics 
 CanBus electro-hydraulic controls 
 CanBus twin ram axle steering 
   Options:- 
 Headland assist 
 Electronic tank contents 
 Gemini electronic read-out at fill station 
 Tank fill audible warning 
 SpraySat auto multi-section switching 
 USB downloading port 
 Variable rate control 
 Xenius guidance touch screen  

 Spraying Made Easy 

36 metre tri36 metre tri--fold boom folded at 24 metresfold boom folded at 24 metres  
Pick up hook drawbarPick up hook drawbar  

800mm axle/chassis clearance 800mm axle/chassis clearance   
 

Landquip FRESSINGFIELD, SUFFOLK, IP21 5SD, UK 
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Low centre of gravity tanks 
Trapezium self levelling  

Hydraulic tilt  
Hydraulic variable geometry 

Auto boom height ready 

Narrow 2.5m transport width 

3.5m  transport height 

Boom spray heights from 0.5 to 2.3 metres 

  
4200 litre4200 litre  

14/28 metre bi14/28 metre bi--fold boom fold boom   
Euro high hitch drawbarEuro high hitch drawbar  

Landquip    InTracInTrac Trailed Trailed 

6000 litre6000 litre  
   36 metre tri   36 metre tri--fold boom applying liquid fertiliserfold boom applying liquid fertiliser  
      Pick up hook drawbar      Pick up hook drawbar  
         800mm axle/chassis clearance          800mm axle/chassis clearance   



BoomsBooms  
Tried and tested Alu-light booms (up to 44m,  
tri-fold)  equipped with stainless steel spray lines 
with either semi recirculation or Poziflow  
continuous recirculation and air on/off. 
 
Multi-head 360o nozzle bodies carry up to  
5 ceramic, high pressure, low drift tips  - or  
Umbrella fertiliser jets.   
 

  
Perfect trackingPerfect tracking  

Large diameter easy to pull wheelsLarge diameter easy to pull wheels  
72” to 80” track width72” to 80” track width  

32” clearance32” clearance  
Excellent weight distributionExcellent weight distribution  

Superbly engineered chassis & steering systemSuperbly engineered chassis & steering system  
 
 

InTrac InTrac   
Electronic Twin RamElectronic Twin Ram  
Steering AxleSteering Axle 

Standard equipment includes:Standard equipment includes:--  
 Spray PumpsSpray Pumps  
 Hydraulically driven 700 l/min high pressure, self 
 priming centrifugal,  
 Or, 300 or 450 l/min 6 cylinder diaphragm 
 Auto steering axle Auto steering axle with manual and crab steer 
 Aeon rubber spring or air suspension 
 3600, 4200, 5200 or 6000 litre low centre of gravity 

polypropylene tanks, with efficient drain sump 

 High lift parallelogram 
 18-36m bi-fold or 30-44m tri-fold booms 
 Trapezium self levelling 
 Patented hydraulic anti-yaw 
 Stainless steel chemical bowl + twin can 

wash system  
 Optional:- 
 High clearance Euro 80mm ball hitch 
 Air brakes 

Air Suspension 
Twin ram steering 
Hyd or air brakes 


